INTERLABORATORY STUDY: Engine Oil Used iis17L06
lab code:
based on SAE specifications and ASTM D4485

Report to:
ing. R.J. Starink
 
email iisnl@sgs.com (preferred) or faxno. + 31 181 69 45 43

Proficiency test period: May 24 – June 30, 2017

Report form A for late reported test results of sample #17096
	Determination
	unit
	Reference method *)
	Actual method  used *)
	’unrounded’

result *)
	’rounded’

result

cfr. used standard *)

	Acid Number 
	mg KOH/g
	D664-A
	
	
	

	Base Number
	procedure used:            A-1,  A-2   or     B   1)

	Base Number 
	mg KOH/g
	D2896
	
	
	

	Base Number
	mg KOH/g
	D4739
	
	
	

	Density at 15°C 
	kg/L
	D4052
	
	
	

	Flash Point, PMcc
	Procedure used:            A,       B    or        C   1)

	Flash Point, PMcc 
	°C
	D93 
	
	
	

	Fuel Dilution
	%M/M
	D3524
	
	
	

	Kinematic viscosity at 40°C
	mm2/s
	D445
	
	
	

	Kinematic viscosity at 100°C
	mm2/s
	D445
	
	
	

	Viscosity index
	
	D2270
	
	
	

	Kinematic viscosity Houillon at 40°C
	mm2/s
	D7279
	
	
	

	Kinematic viscosity Houillon at 100°C
	mm2/s
	D7279
	
	
	

	Water  
	Procedure used:            A,       B    or        C   1)

	Water content by KF
	mg/kg
	D6304
	
	
	


*)   Please see letter of instructions on data entry portal before start of the tests (www.kpmd.co.uk/sgs-iis/) 
1)   Please circle the sub method that was used

Name of laboratory:
Date of sample receipt:

Country:
City:
Name of contact person:
Date of report:

