INTERLABORATORY STUDY: AVIATION GASOLINE  iis18B05
lab code:
Based on scope of ASTM D910 and DefStan 91-90

Report to: 
ing. R.J. Starink


email iisnl@sgs.com (preferred) or faxno.  + 31 181 69 45 43 

Proficiency test period: March 21, - April 27, 2018

Report form for late reported test results of sample #18041
	Determination
	Unit
	Reference method **)
	Actual method used 
**)
	’unrounded’
result 
**)
	’rounded’ result
cfr. used standard **)

	Aromatics by HPLC
	%M/M
	D6379
	
	
	

	Aromatics 
	%V/V
	
	
	
	

	Color
	
	D2392
	
	
	

	Copper Strip 2hrs/100°C
	rating
	D130
	
	
	

	Density at 15°C
	kg/m3
	D4052
	
	
	

	Distillation at 760 mmHg
	Manual or Automatic: M / A *)

	-  Initial Boiling Point
	°C
	D86
	
	
	

	-  Temp at 10% evaporated
	°C
	D86
	
	
	

	-  Temp at 40% evaporated
	°C
	D86
	
	
	

	-  Temp at 50% evaporated
	°C
	D86
	
	
	

	-  Temp at 90% evaporated
	°C
	D86
	
	
	

	-  Final Boiling Point
	°C
	D86
	
	
	

	-  Distillation Residue
	%V/V
	D86
	
	
	

	Existent gum (solvent washed)
	mg/100ml
	D381
	
	
	

	Freezing Point
	°C
	D2386
	
	
	

	Heat of Combustion (Net)
	MJ/kg
	D3338
	
	
	

	Lead as Pb 1)
	g Pb/L
	D3341 
	
	
	

	Lead as Tetra Ethyl Lead
	mL TEL/L
	D3341
	
	
	

	Lead Precipitate
	mg/100mL
	D873
	
	
	

	Potential Gum
	mg/100mL
	D873
	
	
	

	Sulphur
	%M/M
	D2622
	
	
	

	Water reaction, volume change
	mL
	D1094
	
	
	

	MON  (Lean mixture)
	
	D2700
	
	
	


*) Please, circle the correct option
**) Please, read the letter instructions before the start of the test

1) When ASTM D5059 is used: Please, specify method A, B or C.

Name of laboratory:
Date of sample receipt:

Country:
City:
Name of contact person:
Date of report:

