INTERLABORATORY STUDY GASOIL ULS, winter iis16G04ASTM
lab code:
based on scope from ASTM D975

Report to: 
ing. R.J. Starink

email iisnl@sgs.com (preferred) or faxno.  + 31 181 69 45 43
INTERLABORATORY STUDY: Toluene iis20C04
   lab code:
Based on the scope of the latest specification of ASTM D841

Report to:
ing. R.J. Starink

 
email iisnl@sgs.com (preferred) or faxno. + 31 181 69 45 43

Proficiency test period: January 29 – March 06, 2020

Report for for late reported test results of sample #20011
	Determination
	Unit
	Reference method *)
	Actual method  used *)
	’Unrounded’

result *)
	’Rounded’

result

cfr. used standard *)

	Acid Wash Color (acid layer)
	
	D848
	
	
	

	Appearance 
	
	
	
	
	

	Color Pt/Co
	
	D5386
	
	
	

	Copper Corrosion
	
	
	
	
	

	Density at 20°C
	kg/L
	ISO12185
	
	
	

	Distillation mode
	                                                     Automated or Manual    A / M **)

	Initial Boiling Point
	°C
	D850
	
	
	

	50% recovered
	°C
	D850
	
	
	

	Dry Point
	°C
	D850
	
	
	

	Distillation Range
	°C
	D850
	
	
	

	Purity by GC 
	%M/M
	D7504
	
	
	

	Benzene
	mg/kg
	D7504
	
	
	

	Nonaromatics
	mg/kg
	D7504
	
	
	

	Total Impurities 
	mg/kg
	
	
	
	

	Refractive Index at 25°C
	
	D1218
	
	
	

	Water
	mg/kg
	E1064
	
	
	


*) 
Please see the letter of instructions before start of the tests at www.kpmd.co.uk/sgs-iis/
**)
Please circle the right option
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